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Vielen Dank, dass Sie sich fur die Verwendung von ASDO CAD-Dateien ent-
schieden haben. Die Datei enfthalt alle Komponenten, die in unserer Broschure
aufgefuhrt sind. Die in der Ansicht des kompletten Systems aufgefuhrten
Abstandsmaf3e und Verstellwege sind Nenngrof3enabhangig, die Gesamtlange
eines Systems wird von Achse Bolzen zu Achse Bolzen angegeben.

Die links dargestellten Komponenten konnen Sie, ihren Anforderungen
entsprechend, zu einem Zugstabsystem kombinieren. Es sind nur Anpassungen
der Ankerlangen la und dem Bohrbild der Kreisscheiben erforderlich, bitte
beachten Sie hierbei die Einschrankungen, wie in unserer Broschire aufgefuhrt.
Diese konnen Sie unfter www.anker.de herunterladen.

Thank you for using ASDO CAD-data. This file contains all components as shown
in our current literature. Dimensions and length adjustment as shown in the
overview are dependent on the size of the system. The system length given

is from pin to pin.

The components shown can be combined to a fie rod system as required. The
only changes to be made are fo the tie rod length and hole pattern of the
cenfre disc. Please consider the limitations of individual tie bar available length
and the minimum angle restriction for centre discs.

All details can be found in our current literature at www.asdo.biz.
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